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1 News 

1.1 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, software, etc.) on our ftp-site. 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 

1.2 SPS/IPC/Drives in Nürnberg from 28-30 Nov 2017 

 
 
Delta will exhibit at SPS Nurnberg Hall 3-220 this year with main focus on Digital Transformation to 
Industry 4.0. 
 
More news and info will follow. Please reserve the time in your agenda. We look forward to your visit. 
.  

 

 

ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service
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2 Product update 

2.1 NEW – CFP2000 

The new Delta CFP2000 was designed to achieve full functionality 
for fan & pumps for a wide spectrum of applications in Water, 
HVAC (Heating, Ventilation and Air-conditioning) and BMS 
(Building Management Systems) industries. With its new enclosure 
in IP 55, applications where water splashes and dust are constant 
will be no longer a problem for the electrical system designers. As a 
consequence of its design, the CFP2000 does not need to be 
installed in cabinets for environment protection, which allows 
project technicians and engineers full flexibility in wet and dusty 
applications such as: Water treatment pump stations, pressure 
boosters, circulation systems and so on. 

 
The CFP2000 makes use of newly built-in EMC filters through its entire power range, which helps to 
meet IEC 61800-3 (C1,C2) for residential and commercial buildings and infrastructure. The CFP2000 
is equipped with internal DC chokes to fulfll harmonics reduction according to EN61000-3-12 to 
mitigate harmonic content in industrial and commercial applications, allowing higher energy efficiency 
and cooperation with the power-grid.  The CFP2000 still contains all embedded know-how acquired by 
Delta in years of pump & fan applications and also allows the user total flexibility with its internal PLC, 
which can be programmed to perfom any task required by the application. 
 
As part of its IP55 design the CFP2000 was also designed for harsh environments in industry, such as 
chemical treatment stations and other contaminated areas. To achieve that it contains conformal 
coating on its internal boards according to IEC 60721-3-3 class 3C3, which ranks Delta CFP2000 in a 
higher level of protection compared to its competitors. With the commitment of providing better energy 
efficiency in drive technologies, the CFP2000 now can run PM (Permanent Magnet) motors, which are 
more efficient and a trend in water industry. This action highlights our commitment to a greener world 
by providing functionality for more efficient equipment. 
 
Connectivity is also part of Delta’s research, and for this reason the CFP2000 is compatible to all the 
major field-buses in the market: from Modbus RTU, Profibus DP, CANopen, BACnet, DeviceNET to 
Modbus TCP, EtherCAT and Ethernet IP. Which means CFP2000 is ready to be connected to the 
digital transformation and Industry 4.0 age of modern automation. With CFP2000 Delta consolidates 
its commitment to a more efficient world by providing solution-oriented products with industry’s specific 
demands, ready to be integrated and easily commissioned. 
 
Industry specific new features: 

 IP 55/41 

 External Switch as option 

 EMC Compliant – EN61800-3 Class C1, C2 built-in filters 

 IEC 60721-3-3 Class 3C3 – Conformal Coating 

 High ambient temperature operation (up to 50oC. Up to 60oC with derating) 

 Built-in DC choke - EN61000-3-12 (THDi < 48%) 

 PM (Permanent Magnet) motor operation 
 
Mains Input Voltage Range 

 3-phase AC 380 V ~ 480 V (-15% ~ +10%), 50/60 Hz 
 
Fieldbus communication 

 Modbus RTU® 

 Profibus® DP 

 CANopen® 

 BACnet® 

 DeviceNET®  
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 Modbus TCP® 

 EtherCAT® 

 Ethernet IP™ 
 
For prices, orders & pre-sale support for projects, please consult your Regional Sales Manager. 
For technical support, write to iatechnicalsupport@deltaww.com 
 
All product documentation can be found on our ftp site. 

2.2 UPDATE – Datasheet C-family EMC filters 

A new version of the  “C family EMC filters” datasheet has been released: Datasheet Filters for C2000 
Family Version6 Aug2017.pdf. 
It can be downloaded from our ftp-site (Folder: M:\Customer-Service\Industrial Automation 
Products\AMD-Options\AMD Filters\AMD Filters Datasheet) 

2.3 UPDATE – VFD-ED-S firmware 1.05 

VFD-ED-S firmware version has been changed from v1.04 to v1.05. 
 

 

mailto:iatechnicalsupport@deltaww.com
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In production: 

 

2.4 UPDATE – ISPSoft version 3.03 

ISPSoft 3.03 has the following modified and new functions. 
 
1. ISPSoft V3.03 now supports DVP-ES2-E models 

 
2. The DVP projects can be converted into AS300 projects 

AS300 series is added in the list for the function of changing the PLC type within a DVP project. 
Go to Tools -> Change PLC Type for this function. 
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Note: The supporting functions, device ranges, and instructions may vary between models. Users need to make sure that 

once the original model is changed to other model, the original programs, parameter settings, hardware configurations, and 
network planning, etc. can still function properly. 

 
3. ISPSoft V3.03 now supports AS300 Simulator which is supported by the COMMGR with 

version 1.07 or later versions. 
 

4. Optimized the Data Tracer function 

Click the icon  on the tool bar and then users will see two vertical lines, X1 and X2. Use the 
mouse to drag the two vertical lines to select the section and have its time measured; the value 
will be shown in IΔXl. And the t behind the value in IΔXl means one communication time between 
the PC and the PLC as the image shown below. 

 
 

5. Optimized the SFC editing function 
SFC (Sequential Function Chart) programming allows users to add actions in the steps. Users can 

now use the fold button  to fold the action list to save space on the screen. 
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6. Changed the status bar display 
Changed the flashing block to a solid one and add the wording (ERR) behind the red block on the 
status bar. When in the On-Line mode, users can learn the scan time and the status of the PLC 
from the status bar. If the block is green, it indicates the communication is on-going. If the block is 
red, there will be a wording (ERR) behind the red block, indicating there is an error occurred. As 
for the wordings, RUN and STOP, RUN indicates the PLC is in operation and STOP indicates the 
PLC is not working. 

 
 

7. Optimized the Position Planning Table 
Options including Relative (Symbol/Address) and Absolute (System/Address) are added in the 
positioning setting tab. When the options above are selected, devices and symbols can be used in 
the target position. For devices, only data devices are supported. As for the symbols, they should 
be declared in the global symbol table first before being used in the target positon. The address 
should be a data device and the data types should be DWORD or DINT. On the right side of the 
global symbol table, users can input values for simulation. 
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8. Added a new form of curve, polynomial for the E-CAM editing, available for AHxxEMC 
series PLC 

 
 

9. Optimized the back-up function. 
Users can set up the backup interval time and the total number of the backup files in the Tools -> 
Options -> Project Setting tab, and the system will save a backup file (*.~bak) in the project list 
accordingly. When needed, users can use the backup file as the project file by simply changing 
the extension file name from (*.~bak) to (*.isp). 

 
 

10. HWCONFIG supports new models including AS08AD-B and AS08AD-C 
Be sure to refer to the relative manuals before any setup. In order to prevent any personal injury or 
property damage, make sure all the setups are done logically. 
 

11. Added a new wizard for Extension Module 
 

12. ISPSoft user manual is updated accordingly 
 
You can find ISPSoft 3.03 on our ftp-site 
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2.5 UPDATE – EIP Builder version 1.03 released 

EIP Builder V1.03 is released along with the Delta EtherNet/IP related products, AHCPU5X1-EN and 
EtherNet/IP remote I/O modules. The functions which are modified and the functions which are added 
are described as below. 
 
1. EIP Builder V1.03 now supports AHCPU5X1-EN and remote I/O module AHRTU-ETHN-5A 

* AHRTU-ETHN-5A is supported for AHCPU511/521/531-EN with firmware version 2.0 or later 
versions. Refer to AH EtherNet/IP user manual for more information on operation. 
 

2. Add a new column “Length (Byte)” in the editing area for data mapping 
Users can modify the data length in this newly added column according to the application used. 

 
 

3. Path parameters can be edited in this new version 
Users can read and edit the path parameters in the Property Setting window. For this function to 
work, it is required the EDS file of the device should support the editing of the path parameters. 

 
 

4. Download parameter settings (defaults) can be selected or deselected 
When the option is not selected, the defaults will not be imported when the connection is being 
established or reestablished. 
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5. Fix the issue that errors may occur in COMMGR 
COMMGR (V1.06 and V1.07) while connecting to devices via EIP Builder 

 
You can find EIP Builder 1.03 on our ftp-site. 

2.6 UPDATE – EIP Builder version 1.04 released 

EIP Builder V1.04 is released along with the DVPES2-E. 
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You can find EIP Builder 1.04 on our ftp-site. 

2.7 NEW – DVP ES2-E 

To get higher market share and enhance the performance/functions for DVP ES2ES2 series PLC, , 
Delta releases DVP ES2-E series CPU with built-in Ethernet port to fulfill the requirements of Ethernet 
port to fulfill the requirements of Ethernet port to fulfill the requirements of Ethernet port to fulfill the 
requirements of functions, performance and price from 
the markets. 
 
Features 

 
 
Target 
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Comparison 

   
 
 
 
 
 
 
 
 
Software 

 
 
CPU Specification   Electrical Specification 
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Dimensions 

 
 
Ordering 
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Release 

 

2.8 UPDATE – DVP-EH3/DVP-EH3-L/ DVP-SV2 firmware updated to V2.06 

Modified and added functions are: 
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The new firmware was released on July 20, 2017. (W1730) 

2.9 DCISoft V1.18 is released 

Modified and added functions: 

 SCMSoft version 1.24.02 now supports AH15SCM. 

 DCISoft V1.18 now supports DVP-ES2-E. 

 Updated the EDS files for the right side module, RTU-EN01. 

 SCMSoft now supports editing AH560 Redundant backplane on HWCONFIG of ISPSoft. 

 Fixed the BACnet upload/download written problems in SCMSoft. 

 Fixed the module upload/download interrupt problems in SCMSoft. 
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 Added a NOTE concerning read/write synchronization on the Data Exchange Setup page in 
DCISoft. 

 
 
You can find DCISoft 1.18 on our ftp-site. 

2.10 CANopen Builder V6.0 is released 

Modified and added functions: 

 Model DVP15MC11T is added. 
CANopen Builder V6.00 and above support DVP15MC11T. After the new CANopen Builder 
software is started, the project types are displayed for option as shown in the figure below: 
(Note: Currently it is available for Chinese version only.) 

 
 The EDS files of AH10COPM, AS300, CH2000, MS300 and MH300 series AC motor drives as 

slaves have been added to the V6.00 software as shown in the red box of the following figure: 
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You can find 2.6 CANopen Builder V6.0 on our ftp-site. 

2.11 DOPSoft 2.00.06 released 

Release information about the application software DOPSoft 2.00.06 for DOP series products. 
 
Applicable models: DOP-B / DOP-W / DOP-H / HMC series 
 
Software/firmware revisions: 



  N e w s l e t t e r  

I n d u s t r i a l  A u t o m a t i o n  P r o d u c t s  
Edition 2017-09 

 

 
Page 22 of 29 

 

 

 

 
  



  N e w s l e t t e r  

I n d u s t r i a l  A u t o m a t i o n  P r o d u c t s  
Edition 2017-09 

 

 
Page 23 of 29 

New software/firmware functions: 

 

 
 

 
You can find DOPSoft-2-00-06 on our ftp-site. 
 
You can find more detailed info in 
DELTA_IA-HMI_DOPSoft-2-00-06_Technical Announcement_UM-EN_20170808.pdf 
on our ftp-site 

2.12 DVP-12SE firmware version 1.88 released 

Modified and added functions: 
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Release date: July 20th, 2017 

2.13 PHASE OUT – EMV-PG01x for VFD-VE 

The following encoder cards for VFD-VE have been phased out recently: 

 EMV-PG01X: Replaced by EMV-PG02X 

 EMV-PG01O: Replaced by EMV-PG02O 

 EMV-PG01L: Replaced by EMV-PG02L 
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Phase-out date 

 
 

2.14 DOP-H series: FTP Client function improved 

Function explanation 
Users can use this function to transfer data to FTP Server (FTP Client). Of course, including account 
login-logout mechanism / file upload / file delete / file download / file management / Rename / directory 
(folder) management and other functions. 
 
Description: 
a. FTP file list element property. 
b. FTP file setting property. 
c. Description of macro command : FileSlotGetName / FileSlotGetID 
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Please refer to the document 
DELTA_IA-HMI_FTP Client_UM-EN_20170808 (2).pdf 
on our ftp-site 

3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

 116A-FE-xM3-175728-A-01-01_Safety precautions and instructions for MH&MS300 series 
three-phase inverter using single-phase power supply.pdf 

 Packaging Industry Notification-Corrugated  carton bonding machine.pdf 

 Warehouse and Logistics Notification _20170807_Morsun.pdf 

 Woodworking Industry Notification-Tenon Processing Center.pdf 

 Rubber Plastic Industry Announcement--Wood plastic extruder machine solution.pdf 

 Robot Industry Notofication-Delta  IA Product Application on Screw Locking_EN_REV.pdf 

 Industry Notification - Textile   Industry  Synchronous Stopping Solution for Twisting 
Machines_EN.pdf 

 Robot Industry Notification-Automatic gluing system for car resistor lead frame.pdf 

 Robot Industry Notification - Delta  MS Series Application on real-time tracking via conveyor 
belts for six-axle  robotic arms.pdf 

4 FAQ 

4.1 VFD-series AC Motor drives 

 
MS300 
Q What is the crane function (MO=42)? 
A The crane function is as follows (the info in the manual will be corrected). 
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Q How to set pulse train frequency command? 
A Set the following parameters to use a pulse train as frequency command:. 

- Pr02-07=0 (MI7 no function, therefore can be used for pulse train input.) 
- Connect a 24VDC pulse train signal to MI7 (PNP or NPN depending on wiring). 
   Max frequency on MI7 is 33kHz. 
- Pr00-20=4 (pulse input without direction) 
                    Note: direction via terminals or keypad 
- Pr10-00=5 (pulse input MI7) 
- Pr10-16=5 (single phase input MI7) 
- Pr10-01 for frequency relationship: 
                E.g. Pulse train f=0~10kHz. 
                       Pr10-01=100. Then Fout (H)= f/100 
                      Note: Fmax must be ≥f/100 

 

4.2 DPM 

DPM-D520I 
Q How to set up communication on DPM-D520I? 
A  
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