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1 News 

1.1 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, etc) on our ftp-site. 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 
 

1.2 Hannover Messe: 25-29 April 2016 

Also this year Delta will exhibit at Hannover Messe from 
April 25~29, 2016. 

  

                             Hall 11, A49  
 
 
We cordially invite you to visit us. Please mark it in your agenda! 
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2 Product update 

2.1 PHASE OUT – VFD-VE (correction) 

We will phase out VFD-VE (VFDxxxVxxX-2) and the belonging options KPV-CE01, EMV-PG01, EMV-
PG02, EMV-APP01. 
 
You can order them still until 30-6-2016. (was mistakenly 2015) 

2.2 NEW – CP2000 firmware upgraded from 1.23 to 2.00 

2.3 NEW – CP2000 control board connector changed 

These 2 changes go together! 
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The 40p connector (control board to power board) has been changed to improve quality. 
 

 

 
 
Manufacturing 
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2.4 UPDATE – C2000 firmware 1.21 

In addition to paragraph 2.2 in Newsletter 2015-12: 

New function:  

2.5 NEW – C2000 firmware upgraded from 1.21 to 2.00 

2.6 NEW – C2000 control board connector changed 

These 2 changes go together! 
 

 
 

 
 
The 40p connector (control board to power board) has been changed to improve quality. 
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Manufacturing 

           

2.7 NEW – C/CP2000 housing changes 

Because of the control board connector changes, also some plastic parts (identical for C/CP20000) 
had to be changed. 
 
• Control board cover 

 
                                          New part number 3308546705 
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• Cable at power board 

       
 

• Frame A housing 

 
• Frame B housing 

 

 

  

 

New RUBBER (3246194001) 
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• Frame C housing 

 

 
• Frame D0 housing 

 
• Frame D housing 

 
• Frame E and up: Nothing changes, except the control board cover. 

2.8 NEW – C/CP2000 firmware old and new 

In 2016 firmware will be released at the same time for new and old hardware: 
• Firmware V2.xx for C/CP2000 with new control board with new connector. 
• Firmware V1.3x for C/CP2000 with old control board with old connector. 
 
Contact us in case of questions or special need for firmware. 
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2.9 NEW – C/CP2000 KPC-CC01 compatibility 

See 
116A-FE-xxC-15C31-G-01-01_Explanation the compatibility between KPC-CC01 version and C2000 
version and Parameter Copy.pdf 
on the ftp-site (Folder: Customer-Service\Industrial Automation Products\AMD-Options\AMD Keypads 
& Cables\KPC-CC01. It shows the history of and compatibility between KPC-CC01 and C/CP2000. 

2.10 UPDATE – VFD-E User Manual 11EE 

In this manual DELTA_IA-MDS_VFD-E_UM_EN_20151130.pdf the chapters 5&6 are missing. 
They have been put separately on our ftp site (CH5 & CH6). 

2.11 NEW – AFE2000 control board connector changed 

For the same reason as for C/CP2000 the 40p connector on the control board has been changed. 
 
                                                                                    Compatibility 

             
 
When installing new control board, the following items should be changed too: 

 
 
When maintaining Frame B~C, an insulation paper is required to be pasted underneath the control 
board. 
 
Manufacturing 

 

2.12 NEW – CP2000 with filter on stock 

The following CP2000 models with built-in filter will be standard instead of BTO and will be on stock, 
beginning end of March 2016. The stock level will be adjusted acc. to sales. 
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2.13 UPDATE – VFD-EL user manual 

In manual DELTA_IA-MDS_VFD-EL_UM_EN_20150911.pdf on page B-1: 
 

 
This 2* is wrong and should be 1 (only 1 brake unit). 

2.14 NEW – DVS Managed series: DVS-109W02-1GE 

We are happy to announce the release of the new Industrial Ethernet Switch (IES ) – DVS Managed 
series: DVS-109W02-1GE. 
 
DVS Series are Layer 2 Industrial Ethernet Switches that provide high-density performance in harsh 
and hazardous industrial environments. DVS Ethernet Switches can work with original IPv4 and IPv6 
network structure. For efficient management, DVS Ethernet Switches are equipped with SNMP, 
MODBUS TCP, PROFINET and EtherNet/IP management protocols. With their built-in WEB-based 
management interface, offer an easy-to-use, platform-independent management and configuration 
facility. 
 
DVS-109W02-1GE 
8 10/100Base-T(X) Ports + 1 10/100/1000Base-T Port Managed Ethernet 
Switch 
 
Electrical and hardware specifications: 
 

    
 
Features: 

• DELTA proprietary ONE RING and ONE CHAIN redundancy protocols, fast link fault recovery 
under 20ms  

• Supports Star, Tree and Ring topologies 
• RSTP/MSTP Network Redundancy 
• Complete Layer 2 Management Functions 
• Powerful Network Security 
• Optimized Traffic and Bandwidth 
• WEB-based Configuration Interface 
• Compatible with MODBUS TCP, EtherNet/IP, PROFINET, DNP 3.0 TCP and EtherCAT 
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Typical Applications: 
Wind Power                            Water treatment 

               
 
DVS-109W02-1GE is on stock and ready to be ordered. Please contact your Sales Manager for the 
price. 

2.15 NEW – DOP-H      Handheld HMI 

DOP-H is a handheld HMI with 5 or 10 meters cable, with Emergency 
stop and MPG generator. 
 
Features 

• 65536 colors display 
• Built-in Emergency Stop Switch 
• Built-in Enable Switch (rear side) 
• Serial communication type support RS485 / RS422 
• Ethernet communication type supports one Ethernet port 
• Handwheel(Optional) 
• Light weight design, only 750g 
• Integrated style cable (5m/10m) 
 
Appearance & Dimensions 
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Specifications 

  
 
Ordering information 

  
 

2.16 NEW – DRS-30W series power supplies 

 Delta Electronics is introducing the new DRS-30W series to the ultra-compact Sync 
DIN rail power supply series. The new models of 24V/1.25A output (DRS-
24V30W1NZ) and 5V/3A output (DRS-5V30W1NZ) are competitively priced and have 
improved performance at low temperatures ( 20°C @ 80% load). The Sync series are 
able to start at the extreme low temperature of -40°C. It has a wide operating 
temperature range from -20°C to +70°C and a low earth leakage current < 0.5mA @ 
264Vac. 
Safety approvals include IEC/EN/UL 60950-1 (ITE) and UL 508 (Industrial). The 
output circuit also complies with NEC Class 2 (UL 60950-1) and Limited Power 
Source (IEC/EN 60950-1). All Delta industrial power supplies are fully compliant with 
RoHS Directive 2011/65/EU for environmental protection and major international 
safety standards. 
 
Highlights & Features 

• Ultra-compact body measuring only 75mm tall 
• Universal AC input voltage and full power from -10°C to +55°C operation 
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• Low earth leakage current < 0.5mA @ 264Vac 
• Galvanic isolation up to 3.0kVAC between input to output and input to ground 
• NEC Class 2/ Limited Power Source (LPS) certified 
• Overvoltage/ overcurrent/ over temperature protections 

3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

• Building materials Mechanical Industry-Intelligent Solution of Fan Performance Testing 
Equipment.pdf 

• CNC Industry Notification--CNC Boring Machine.pdf 

• Electronic Industry Notification - Automated IC Burning Machine.pdf 

• Fluid Industry Notification - Direct-drive Screw Pump Unit Control Solution.pdf 

• Machine Tool Industry Notification - CNC Integration with DMV system.pdf 

• Packaging Industry Notification--Labeling Machine.pdf 

• Packaging Industry Notification--Lollipop Twist Packing Machine.pdf 

• Industry Notification - Servo motor stator winding machine.pdf 

3.2 Pulse train input for C200 

It is not mentioned in the C200 manual but it is mentioned in the C2000 manual on page 16-145. 
 

 
 
• You need to use the built-in PLC to convert the pulses into frequency command and also set Pr10-

02 accordingly. 
A sample program is available upon request. 

• Please note that the maximum frequency is 33kHz  
• If you use single-ended signals you can only use the MI7 port and will need to set 10-02=5. 
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4 FAQ 

4.1 VFD-series AC Motor drives 

 
C/CP2000 
Q How to read HAND/AUTO and Local/Remote status via serial comm or in PLC? 
A Bits 13 to 15 from register 2119H can be used to identify if HAND/AUTO or Local/Remote 

are active. Please see the definition: 
 

 
 

 
VFD-S 
Q What is “analog overlap plus” (see Pr2-00) ? 
A When Pr2-00≠1or2 (so not AVI or ACI selected) you can set Pr02-06=1 or 2. 

 
When Pr02-06=1, it will add frequency command source from Pr02-00 and AVI 
When Pr02-06=2, it will add frequency command source from Pr02-00 and ACI 
 
In both cases still up to Fmax acc. to Pr1-00 only. 


