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1 News 

1.1 Hannover Messe from 24~28 April, 2017 

 
 

 
 
Experience Delta’s High-Calibre Solutions for Smart Manufacturing & Energy Efficiency at 
Hannover Messe 2017 
 
Delta’s expanded and strengthened portfolio of state-of-the-art solutions, capable of realizing smart 
manufacturing and higher energy efficiency in a broad range of applications, will be featured at 
Hannover Messe 2017 from April 24 to 28. Visitors will witness live demos of our innovative and 
customer-centric Integrated IIot, Automation and Robot Workstation and receive customized 
business card holder gifts with it. Key highlights from our showcase will also include newly-launched 
solutions from our industrial automation division, smart building automation platforms, fast and 
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convenient EV chargers, high-efficiency renewable energy solutions and energy storage technology, 
UPS systems, complete power infrastructure for telecommunications, our newest wireless charging for 
industrial vehicles, display & monitoring technology, and a wide spectrum of power and thermal 
management components. 
 
We look forward to meeting you in Hannover! 
 

Free e-Ticket 
 
Click here to register for your personalized free entrance e-ticket! 
 
The e-Ticket is valid for the entire duration of Hannover Messe 2017. Please do register online 
before attending. Also fill in the day of your visit to make sure we are there at your most convenient 
time. 
 
About Delta 
Delta, founded in 1971, is a global leader in power and thermal management solutions. Our mission 
is “To provide innovative, clean and energy-efficient solutions for a better tomorrow,” and our 
businesses encompass Power Electronics, Energy Management, and Smart Green Life. Delta has 
sales offices, manufacturing facilities and R&D centres worldwide. In 2014, was ranked at the 
highest A-level of the Climate Performance Leadership Index of the Carbon Disclosure Project 
(CDP). Since 2011, Delta is part of the Dow Jones Sustainability Indices (DJSI) World Index. For 
detailed information about Delta, please visit:www.deltaww.com 

 

 

1.2 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, software, etc.) on our ftp-site. 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 

http://hmi2017.delta-emea.com/IABG
http://www.deltaww.com/
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service
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2 Product update 

2.1 UPDATE – REG2000 firmware 1.04 
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Release 

 

2.2 NEW – EMC filters for C2000 (≥37kW) and CP2000 (≥45kW) 

Delta has released new EMC filters for C2000 (37kW and above) and CP2000 (45kW and above). 
Compared to the previous solution, the new EMC filters are more compact and cost-effective. They 
have been split into filters for industrial environments (C3) and filters for domestic environments (C2) 
so that it’s possible to select the filter based on the required emission level. All of the C3 filters are 
available directly from stock. C2 filters for Frame D drives are also available on stock. 
The new EMC filters have been tested together with our drives in cooperation with TDK-Epcos. 

  



  N e w s l e t t e r  

I n d u s t r i a l  A u t o m a t i o n  P r o d u c t s  
Edition 2017-04 

 

 
Page 6 of 13 

EMC filters for C3 emission levels: 

 
 

 
 

EMC filters for C2 emission levels: 
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For more details please check our ftp-site for the latest datasheet: 

2.3 NEW – Delta IP54 cabinet drive series 

We are happy to announce the release of the Delta IP 54 cabinet drive series. 
 
Delta IP 54 cabinet series was projected to fulfill the requirements of the high 
power range market which requires IP 54 protection level. It is intended to be 
used in areas which require IP 54, such as: Water, HVAC, compressors and 
any other that requires the same protection level. The properties, functionalities 
and optionals are the same as the C/CP2000 family. The cabinet series is 
divided into 3 categories: 
 

 Basic Units (from 90~400kW) 
Contain a basic IP54 cabinet solution including the cabinet, cooling, wiring, 
transformers, relays, fuses, safety relays, terminals, motor connectors, 
drive and keypad on the front of the cabinet with serial communication 
cable included. 
Available accessories for Basic Units: 
- MCCB (Molded Cases Circuit Breaker) 
- Main Switch fuse disconnector 
- Handle (for MCCB and Main switch) 

 

 Standard Units (from 90~280kW) 
Basic units with EMC filters to comply with EN61800-3 Class C2 13m max. 
motor cable length and Class C3 150m max. motor cable length. 
Available accessories for Standard Units: 
- Main switch fuse disconnector 
- Main switch with handle 

 

 Customized units 
Any unit that does not fit into Standard and Basic is a customized unit, with 
AC reactors or filters which are not in the power range of Standard units. 
Before sending a request, please contact your regional Sales people for 
assistance on the configuration of the cabinets and its pricing. The chart 
below shows the power range for standard and basic units. 
Available accessories for Customised units: 
- AC chokes 
- EMC filters (for units > 280 kW) 
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You can find the info on our ftp-site. 

2.4 NEW – LC filters for AFE 

AFE LC filter ensures issue-free operation in highly sophisticated industry, such as elevators. 
 

 
 

 

2.5 NEW – EIP Builder software version 1.03 

EIP Builder V1.03 is released along with the Delta EtherNet/IP related products, AHCPU5X1-EN and 
EtherNet/IP remote I/O modules. The functions which are modified and the functions which are added 
are described as below. 
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2.6 PHASE OUT – DVS-G008I00A 

Be informed about IES product discontinuation. 
 
Reason: chipset of DVS-G008I00A is going to phase out end of this year.  
 

 
 
There is no plan of replacement for this model. If customers want to order, last buy of DVS-G008I00A 
will be in end of June 2017. 
 
Note: 
1. Minimum order quantity is 12 pieces from now on. 
2. The recommended replacing products on this announcement are only for reference. Please check 

with Delta’s authorized distributors and sales representatives before replacing any product. 

3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

 Metallurgical Industry Notification-Rotary Kiln Equipment.pdf 

 Packaging Industry Notification-High-speed bag making machine.pdf 
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 Printing Industry Notification- Die Cutting & Hot Stamping Machine.pdf 

 Robot Industry Notification-Delta SCARA  inserting robot station.pdf 

 Electronic Industry Notification_DIAMMP Manufacturing Management Platform.pdf 

 Electronics Industry Notification-Wafer Robot Application.pdf 

 CNC Industry Notification-CNC Monitoring System.pdf 

3.2 Simplify Power Disruption Management for Higher Efficiency and Lower Cost 
with Delta DC-UPS 

Power disruption and shutdown can be very annoying and may even be costly at 
times. There are various methods to maintain zero down time for a system like 
adding backup powers by using generators or adding Uninterruptible Power 
Supply (UPS). The choice of UPS depends largely on the power requirement of 
the system. One should look for an economical solution instead of simply using an 
AC-UPS which could be too bulky and expensive for a small to medium DC 
applicable loading. In such case, a DC-UPS would be a simpler, more efficient 
and cheaper option for the user. 

 

 (click) 
 

                                       
                                                      Basic DC-UPS block diagram                                                                     Relay signals and LED status of DRU-24V40ABN 

 

4 FAQ 

4.1 VFD-series AC Motor drives 

 
VFD-E 
Q What is the max counting speed on MIx? 
A In the manual it says 250Hz. 

 
 
This is an error, the max counting frequency is ca. 80Hz. It is limited by the MIx response 
time (longer due to 2-CPU structure) plus Pr04-10 setting. 

 
Q What is the meaning of [PLor] on the display? 
A PLor happens when the PLC memory is really empty. 

In PLC0 Mode the message should disappear. 

Read Full Article 

DRU-24V40ABN Delta DC-UPS 

http://deltapsu.us7.list-manage.com/track/click?u=46e9dc438ff11f0772b1fcf18&id=f44fa26ac6&e=c799801fec
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In PLC1 or 2 mode, you can solve it by uploadin a a simple program with only the END 
instruction. 

 
 
Q What is DEV fault? 
A DEV means the PID feedback deviates too much from the setpoint. 

This is not in the manual but it works. 
The function is the same as in VFD-EL. 
 
The level and time can be set in Pr10-12/10-13 and when it is exceeded the display shows 
the warning [Dev]. Pr03-00=16 activates in this case the relay. 
 

 
 
Pr06-08 

 
 

 
 
VFD-EL 
Q What is DEV fault? 
A DEV means the PID feedback deviates too much from the setpoint. 

 
The level and time can be set in Pr10-12/10-13 and when it is exceeded the display shows 
the warning [Dev]. Pr03-00=16 activates in this case the relay. 
 

 
 
Pr06-08 

 
 

 
 

 



  N e w s l e t t e r  

I n d u s t r i a l  A u t o m a t i o n  P r o d u c t s  
Edition 2017-04 

 

 
Page 13 of 13 

CP2000 
Q What is the function of Pr06-49? 
A In the CP2000 manual Pr06-49 is not described. 

 
It has the same function as in C2000 

 
 
C2000 
Q What is the function of Pr03-14? 
A Pr03-14 sets the gain for the negative input on AUI. 

 

If you put a negative value to the negative input then you will get a positive gain. 
If you put a positive value to the negative input then you will get a negative gain. 
 

 
 
Q Drive doesn’t run when Enable and FWD are activated simultaneously. Why? 
A MI5=49 is Drive Enable. Level triggered. 

Only when MI5 is active, Drive Enable, RUN, FWD, REV can be activated (edge triggered). 
The driver scans Multi-IO status at 500μs timer interrupts with scan sequence FWD, REV, 
MI1, MI2 …MI8. 
Due to this scan sequence, the drive can’t run when Enable and FWD are activated 
simultaneously. 
 
Therefore a delay of minimum 500 μs between activating Enable and RUN (or FWD, REV) is 
required. 


