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1 News 

1.1 ftp-site link updated with ME300 info 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, software, etc) on our ftp-site. 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 

2 ME300 released 

2.1 NEW – ME300 released 

We’re happy to announce the release of ME300 for sales in EMEA. 
Initial stock is available. 
Prices are available. Ask your sales. 
 
Delta's ME300 series is the new generation compact vector control drive that 
inherits Delta’s superior drive technology with 60% volume reduction. Various 
essential functions are built-in as standard, including: userdefined parameter 
group, single and multi-pump function, built-in brake chopper and EMC filter (C2 
Class). It reduces the need of additional expense and provides more installation 
space in the control cabinet. The ME300 also supports both induction and 
interior/surface permanent motors, providing more effi ciency and fl exibility. The 
option STO function ensures smooth operation while protecting facilities from 
damage, and the new screw-less wiring design of terminal blocks offers a 
simplified wiring process for quick installation. 
 
User-friendly operation, ultra-compact size, quick installation, and fl exible, durable design provide the 
user with a highly effi cient and stable system. The ME300 is your key to increased market 
competitiveness that leads the way to your success. 

 

ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service
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ME300 Key features 

 Hardware Design. Compact and user-friendly interface 

 Side-by-Side Installation: Flexible and efficient installation supports side-by-side installation with 
operating temperature of -20˚C ~ 40˚C 

 Supports IM and PM Motors 

 Enhanced Braking Capability. The Deceleration Energy Control Mode shortens braking time by 
adjusting the motor speed and current, and replaces the need for braking resistors 

 High Starting Torque 

 Deceleration Energy Backup (DEB) 

 Enhanced Braking Capability shortens the braking time by adjusting the motor speed and current, 
and replaces the need for braking resistors 

 
ME300 Keypad (standard) 
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Flexible Space Utilization 

  
 
Excellent Drive Capability 

 

 



    N e w s l e t t e r  

I n d u s t r i a l  A u t o m a t i o n  P r o d u c t s  
Edition 2019-10 ME300 

 

 
Page 4 of 10 

 
 
Strong system support 
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Easy to Use 
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High Reliability 

 

 

(special models) 
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2.2 ME300 Model Name 

 
 

2.3 ME300 Accessories 

 

C2 & C3 * 

* For 230V 1phase & 400V drives 
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2.4 ME300 STO: Option EMM-SAF01 

 
 
After installing this option card, the drive meets the following international standards. 

 ISO 13849-1: 2015 Category 3 PL d 

 IEC 61508 SIL2 

 EN 62061 SIL CL 2 
 

 

3 Application 

3.1 NEW – ME300 Application Notes 

New ME300 application notes have been published recently on our ftp-site: 
 

 ME300 PTC.pdf 

 Applications of common DC-BUS for M300 & C Family.pdf 
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3.2 ME300 Focus Applications 
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4 FAQ 

4.1 VFD-series AC Motor drives 

ME300 series 
Q What class and motor cable length for the ME300 built-in filter? 
A 230V 1phase: Class C2 20m shielded motor cable. 

400V: Class C3 30m shielded motor cable. 
 
Carrier frequency can be over the whole setting range. 

 


