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1 News 

1.1 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, data sheets, application notes, presentations, software, etc.) on our ftp-site. 
 

ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 

Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 

1.2 Delta at Hannover Messe 2019, 1~5 April 

Delta’s showcase at Hannover Messe 2019 
featured: 
 
Solutions for Smart Manufacturing: 
Delta’s industrial automation products are 
engineered to facilitate smart manufacturing 
and energy efficiency in fields ranging from 
wood-working, packaging, assembly, 
electronics manufacturing, and more. A key 
smart manufacturing highlight at Delta’s booth 
is the Digital Factory Monitoring Solution, a 
state-of-the-art ecosystem of digital platforms developed by Delta for the monitoring and control of 
equipment, operations and energy consumption in factories. The DIAStudio is a brand new integrated 

PMC-12V600W1BA 

PMC-48V600W1BA 

ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service
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engineering software to efficiently develop a machinery system, from product selection, programming, 
to exporting on a unified platform. The partnership with CODESYS enables Delta to make its 
future motion control devices programmable with CODESYS platform and offers customers the 
opportunity to simplify the implementation of Delta’s industrial automation hardware across their 
operations. 
 
Solutions for Smart Buildings: 

With IoT-based smart buildings at the heart of smart cities, 
Delta - together with its subsidiaries LOYTEC and VIVOTEK - is 
also showing its latest smart building management solutions. 
These range from surveillance systems to 3D people counting 
systems, smart LED lighting and control solutions for third party 
HVAC and sunblind systems. The LOYTEC L-ROC Room 
Controller is a revolutionary room automation system based on 

IP integrated with native BACnet/IP networks and LonMark systems at the controller level for lighting, 
temperature and sunblind control, and occupancy detection. 
VIVOTEK’s fisheye network camera is an all-in-one surveillance solution that offers 180° panoramic 
(wallmount) or 360° surround views with zero blind spots (ceiling-mount). Therefore, it is ideal for 
monitoring indoor open areas in airports, banks, shopping malls and more. These comprehensive 
smart building solutions have been designed to enhance energy efficiency, safety and comfort. 
 
Solutions for Smart Energy Infrastructure: 
With growing demand of e-mobility in cities around the world, 
charging infrastructure needs to become widely available and 
energy-resilient. To meet that requirement, Delta will show its 
complete smart charging infrastructure solutions ranging from 
renewable power generation, Power Conditioning Systems 
(PCS), Battery Energy Storage Systems to EV charging 
solutions. 
A key highlight will be its 150kW DC Ultra-Fast EV Charger, which offers a modular, scalable power 
architecture and the ability to charge four EVs simultaneously, and can provide 100km range within 
ten minutes of charging. 
Delta’s PCS100 is a 100kW bi-directional conversion system that converts power between energy 
storage and the electricity grid, along with energy and grid power quality management features. The 
PCS100 is available for outdoor applications and is an ideal fit for peak-shaving and load shifting 
planning in EV charging stations. 

1.3 Delta at Middle East Electricity 2019 

Delta’s innovative, energy-efficient and complete portfolio of solutions at MEE 2019 include: 

 Delta’s complete HVAC solution for industrial automation includes PLCs to AC motor drives and 
industrial Ethernet switches for chiller, air conditioning and 
cooling water systems. 

 The IoT-based Building Management Platform from 
LOYTEC, a Delta Group company, is uniquely compatible 
with all open protocols used in building control such as 
Modbus, BACnet, M-Bus, DALI, EnOcean, OPC, LON and 
KNX for controlling energy-related functions including 
heating, ventilation, air conditioning, lighting, security, 
renewable energy and EV chargers. 

 The new M125HV series string inverter for commercial 
applications, offering a maximum of 140kVA output power, 
active cooling, and industry-leading peak efficiencies of up 
to 99.2%. 

 Delta’s residential offering comes in the form of the Solar PV Inverter Hybrid E5 energy storage 
system, boasts high DC charging efficiencies of up to 95% between the PV array and the battery. 

 Delta’s Connected Lighting Solution is a retrofitfriendly system that offers wireless connectivity and 
data analysis in industrial applications through the easy installation of an IoT module. The robust 
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Staccato series of LED high-bay lights provide multiple options for wattage and lumen output 
selection, coupled with Delta’s high-efficiency programmable power supply. 

 BoxD Small Cells series for Telecom Power Solutions, which is ideal in environments where space 
is scarce or site density needs to be increased cost-effectively. For energy data management, 
Delta’s ORION is a single full site controller solution for any size system, supporting up to 128 
rectifiers. 

 Delta’s modular 3-phase DPH 500 kVA, the ideal modular power protection for MW data centres 
to achieve total cost of ownership (TCO) optimisation, high power density, high power 
performance, and ultimate availability. 

 

2 Product update 

2.1 UPDATE –MS300 Frame E and F housing changed 

The housing of MS300 Frame E and F has been changed. 
 
It used to be the MH300 housing but now it is different. 
MS300 can only accommodate one option card whereas MH300 can accomodate two option cards. 
In MS300 the option card is mounted on top of the control board. 
 

 
 
This change was implemented in May 2018. 

Previous Present 
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2.2 UPDATE – VFD-MS300 firmware updated from V1.07 to V1.08 
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For more details of the new functions, please refer to the announcement on our ftp-site: 
Folder: Customer-Service\Industrial Automation Products\AMD\MS300\MS300 
Presentations&Announcements 
 
Firmware version 1.08 will be released in June 2019. 
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2.3 UPDATE – Firmware of DVP04AD-E2, DVP04DA-E2, DVP06XA-E2, DVP02DA-E2, 
DVP04PT-E2 and DVP04TC-E2 is updated 

 
 
New functions: 

 Added the resetting function for control registers (CRs). Write 0x4352 into CR#0 and have the 
power of CPU and module turned off and then turn the powers on again; all parameters in CRs. 

 Added a new mode “Mode 5: 0 ~ 3000 Ω” for DVP04PT-E2. 

2.4 PHASE OUT – CMC-MOD01 phased out and replaced by CMC-EIP01 (V2.0) 

CMC-EIP01 V2.0 supports protocol: 
1. Ethernet IP 
2. MODBUS TCP 
 
Notes: 
1. CMC-EIP01 V1.x does not support: MODBUS TCP. 
2. The appearance of CMC-EIP01 and CMC-MOD01 are the same, please confirm the model name 

and version are correct when ordering. 

          
 
Phase out: 

 
 

2.5 NEW – CMC-EIP01 (V2.0) 

Note 
The CMC-EIP01 hardware upgrade corresponds to the new firmware. Cards with firmware V1.xx 
cannot be updated to V2.00 or higher. 
 
New functions: 
1. Added Modbus TCP Protocol. 
2. Modbus TCP Server function to support up to 16 connections. 
 
Specifications: 
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Production 

 
 

2.6 NEW – TPEditor version 1.94 is released. 

Modified and added functions: 
1. Fixed the issue that an error occurs while compiling in TP monochrome models. 
2. When opening an existing file, if the communication-related objects used exceeds the limit, a 

warning message appears. Edited contents of the warning message. 
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2.7 UPDATE – TKSoft version 1.05 is released 

Changes: 
1. While monitoring in the auto output mode, the column of SV Value shows current SV setting 

value. And the column of SV Value shows Manual Mode while monitoring in the manual mode. 

 
2. Added a new control manner option, Hot Bar PID, for DVP02UHL. 
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3. Added a new automatic tuning option, Enhanced Tuning. 

 
4. Modified the TKSoft UI and optimized the user experience. 

2.8 UPDATE – IPC/PPC changes 

1. The operation system of IPC/PPC is upgraded from Windows 7 to Windows 10. 

 
 
Part numbers involved: 
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Release Date: May 06, 2019 (Week 1919) 
You can find the serial number on the product label of the IPC/PPC. If the serial number is 
IPC/PPCxxxxxxxW1919xxxx (indicating year 2019, week 19) or later, it means the product is with 
Win10 Pro OS. 

2. The ingress protection (IP) rating for the front panel of PPC is upgraded to IP65. 

2.9 UPDATE – VFD-DD firmware upgraded from v2.10 to v2.20 

 

 
 
New functions: 
1. Add Idle Mode function. After closing the door, it will enter the Idle Mode after T1 time, and reduce 

the holding current to A%. After receiving the door opening or closing the terminal command, it will 
return to the normal holding current. (T1 is Pr.06-30, A is Pr.06-31) 

 
 
Changed functions 
1. Add new Identity code for 100V model with rated current is 0.8A. 
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2. 2kHz easily leads to cc. Carrier frequency operating range minimum value is changed from 2kHz 
to 6kHz. 

 
3. Modify factory setting value, from 200% to 175%，Below CC limit. 

 
4. Modify factory default LV value. 

 
5. Different model codes will correspond to different specifications of Delta motor parameters as 

factory default values. 

 

2.10 UPDATE – DCISoft is updated to V1.21 

Changes: 

 Modified the password setting for CMC and CMM series. Now not only numbers but also 
characters can be used for the password setting. 

 When DCISoft scans and more than 5 devices / series of the same kind are found, DCISoft may 
crash. 

 SCMSoft is a software embedded in DCISoft. Upgrade SCMSoft version to V1.24.14. 

 Now DCISoft supports DTME series. 
 
Note: DTME Temperature Controllers are not released and not available in EMEA. 
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2.11 NEW – Delta 12V and 48V 600W PMC Series with IEC/EN/UL 62368-1 Approvals 

 
 
Delta Electronics is extending the popular 600W PMC series of panel mount power supply with output 
voltage 12V and 48V, namely, PMC-12V600W1BA and PMC-48V600W1BA. The products come with 
universal AC input at 85Vac to 264Vac and have built-in active PFC circuit. Both models also have 
feature Power Boost of 200% (peak load 12V 100A, 48V 25A) for 3 seconds, included the built-in fan 
speed control and fan lock protections. 
 
The products are certified with IEC/EN/UL 62368-1 approval that will replace IEC/EN/UL 60950-1 for 
ITE which expires on December 20, 2020. EMI according to EN 55011 (Industrial, scientific and 
medical (ISM) radio-frequency equipment) and EMS according to EN 61000-6-2 (Immunity for 
industrial environments). 
 
Highlights & Features 

 Universal AC input range 

 Built-in active PFC and high efficiency 

 Power Boost of 200% for 3 seconds and 150% for 5 seconds 

 SEMI F47 compliance at 120Vac 

 Meet Surge Immunity IEC 61000-4-5, Level 4 (CM: 4kV, DM: 2kV) 

 Built-in fan speed control and fan lock protection 

 Wide operating temperature range -20°C to 70°C 

 Overvoltage / Overcurrent / Over Temperature / Short Circuit Protections 

3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

 Delta M-R Controller Servo Motor Precision Winding Machine Solution.pdf 

 IoT Industry Notification - SMT Reflow Oven Real-Time Monitoring System Solultion V1903-
11002,pdf 

 Machine Tool Industry Notification - Cam Grinder Solution.pdf 

 Robotics Industry Notification - Application of Delta IA Products In Shoe Tongue Labeling 
Machine.pdf 

 IoT Industry Notification - Delta Energy Management Solution for Sewing Machine Manufacturing 
Industry.pdf 

 Machine Tool Industry Notification - CNC Lathe + Gantry Robot Application.pdf 
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 Machine Tool Industry Notification - Delta Two Point Power Press Vector Control Solution.pdf 

 Robotics Industry Notification - Toothbrush Sorting Solution with Delta Robot.pdf 

 Electronics Industry Notification - Vision Positioning and Inspection of Automatic Ultrasonic Power 
Adapter Case Bonding Machine.pdf 

 Machine Tool Industry Notification - CNC Horizontal Lathe with HydraulicTurret.pdf 

 Robotics Industry Notification - FPC Board Shuttle Conveyor System Solution with Delta IA 
Products.pdf 

 Rubber & Plastics Industry Notification - Delta Two-Step All-Electric Electric Blow Molding 
Machine Solution.pdf 

3.2 C/CP2000 Keypad wizzard: How to exit? 

Keypad firmware V1.31 added a wizard function to allow for a quick setup of the drive. 
 
On the screen below, if you press MENU or ESC this only minimizes the wizard, it does not quit it: 

 
 
So after powering down and powering back up the wizard will show up again. 
 
To correctly quit the wizard without applying any changes to the parameter settings please do as 
follows: 
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 Select language-->ESC-->F1-->F4 
 

  
 
Note that once you reset the drive (Pr00-02=9) the wizard will reappear. 
 
Please see the firmware release notes of the KPC-CC01 keypad on ftp-site: 
Folder:  Industrial Automation Products-->AMD-Options-->AMD Keypads & Cables-->KPC-CC01 

4 FAQ 

4.1 VFD Series AC Motor Drives 

 
Drives general 
Q When using the internal PLC of a VFD is it possible to use the FPID function block to 

control other processes? Or can it only be used for the output frequency? 
A The FPID can only be used to control the output frequency. However, the onboard PLC does 

offer two independent PID functions (not in all drives) which can be assigned to any process. 
These work by using the Special D registers D1200 to D1235 as shown below: 
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In order to enable these PID functions it is necessary to use the Special M contacts below: 
 

 
 
A working example of such a PID function.can be found on our ftp site: 
Folder:  Customer-Service\Industrial Automation Products\_Delta Application Guide\General 
information\Built-in PID function 

 
MS300 
Q How does Pr00-02=8 work? 
A Pr00-02=8 works differently on MS300 than on VFD-E: 

When Pr00-02=8 is set, the keys RUN, STOP, ▲ and </▼ do not work. 
When parameters are entered via ENTER the keys ▲ and </▼can be used to change 
parameter and settings. 

 


