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1 News

1.1 ftp-sitelink

Just to let you know (again), you can find the latest info about our products (manuals, pictures,
catalogues, application notes, presentations, software, etc) on our ftp-site.

ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service

Name and password are included in the link.
Name: den-eindhoven
Password: BuPd2175

2 MS300 rel eased

2.1 NEW T MS300 released

Webre happy to announce the release of
\ Initial stock is available.
] . .

Prices are available. Ask your sales.
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Delta Compact Drive

Standard Compact Drive
MS300 Series

s
Model
(S0 /0 230V/3-phase

230V/1-phase
High
s
e 230V/3-phase
(>599 Hz)

460V/3-phase

MS300 Key features

» Attack application which VFD-M/VFD-E cannot fulfill:
1. Control PM motor(PMSVC)

: 2. High speed application (1,500Hz)

Expand into 3. Functional Safety (STO)

new 4. Pulse input (33kHz)

markets 5. Internal PLC (2k steps)

6.Communication card (Modbus, CANOpen, Profibus, DeviceNet,
ModbusTCP, Ethernet/IP, EtherCAT)

» Provide customer better performance than in VFD-M/VFD-E:
1. EMC (C2:20m, C3:30m)

Increase the 2. Low leakage current

added value 3. More compact (reduce 6~40%)
of existing  /ZSEERELAL
customers

"under development

MS300 Keypad (standard)

5-digits
LED display
Digit shift / up
function key

- %] Press "MODE”

more than 2

B—J seconds will

start shift
function

) ~2A] Normal Press
WARNING A\, -

(less than 2s)
~+ Potentiometer

Flexible Space Utilization
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New Compact Design

Smaller but more powerful!
High space utilizing rate !

Current compact drives

Zero-stack installation

High installation flexibility
Ambient Temperature : -20°C ~ 40 °C

Saving lots of
installation Space!

Excellent Drive Capability

Support various motors

Supports IM& PM motors

ISPM motors

IPM motors

IM motors

Fast response to impact loading

Fast speed recovery from receiving
impact loading :

» High stability in production

* High quality product

e Load
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200ms
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Realize High Starting Torque

Up to 200% rated torque when starting at 0.5
Hz make sure the stability.

40 N-m
(200%)
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Energy Traction Control

Energy Traction Control mode shorten
deceleration time and make the cost of
braking resistor down.

— FT\

P — _r

Deceleration time = 21 seconds Deceleration time = 7.8 seconds
+ Actual effect depends on the loading conditions

Powerful Compatibility
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Various Communication Interface

Supports many communication protocols and high flexibili
many applications.

[ Potocol | mH3 | ws300 |

DC 24 V External Power

ty to External Power supply is available to
use when main power shut down.
Ensure the uninterruptible

communication and system safety.

MODBUS Built-in Built-in

CANopen Built-in Option

PROFIBUS DP Option Option

DeviceNet Option Option

MODBUS TCP Option Option

EtherNet/IP Option Option

EtherCAT Option *

"under development MH300 / MS300

Powerful System Support
High Frequency Pulse Input High Speed Application

Accept pulse signal from controller or feedback
signal from encoder without additional
accessories to saving system cost.

MS300: Signal pulse
MH300: Dual pulse

Pulse

High speed models are available for high speed
processing

MH300 : 2000 Hz
MS300 : 1500 Hz

\ »

Milling Machines

Controller
Grinding PCB
Routing
Motor Wood |
Machine i
800 1500 2000
Built-in Delta PLC
Controller Basic Programming is available by
built-in PLC for individual requirement
M3l and achieve decentralized control
i Digital input (Motor select)
=I 1 1 *+  MH300 : 5k steps
&= FE= = e . :
& 2 o L2 MS300 : 2k steps
[ Motor 1 | | Motor 4 |
Parameter setting
UN/W output
“Switch BoX g

&

,.' s s trofl |
p & o 6 ke
_IViotor 2l Motor 3 il Motor 4 |

* Motor switch-over by
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Easy to Use

Installation w/o screwdriver

High Reliability
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