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1 News 

1.1 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, software, etc) on our ftp-site. 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 

1.2 SPS/IPC/drives in Nuremberg 

 

ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service
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We cordially invite you to visit us. If you make an 
appointment with Monique Appeldoorn, tel +31 40 
8003880, e-mail mappeldoorn@deltaww.com, 
you’ll be sure we’ll be there at your most 
convenient time. 
 
 
 
 
 

 

2 Product update 

2.1 NEW – VFDSoft 1.542 (updated from 1.54) 

In the previous edition 2016-09 we announced VFDSoft 1.54. It appeared that it could only connect to 
a drive in RTU protocol. 
This issue has now been solved in version VFDSoft 1.542 in which also the .xls save format is re-
implemented. 
 

mailto:mappeldoorn@deltaww.com
http://www.deltaww.com/event/SPS
https://www.mesago.de/en/SPS/For_visitors/Register_for_free_season_ticket/index.htm?sid=6a8768a873871c2c82b204c0dd82b16d&stamp=1444620616
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You can download it from our ftp-site, folder Customer-Service\Industrial Automation Products\AMD-
Options\AMD Software\VFDSoft 

2.2 NEW – Datasheet AFE2000 

The datasheet for AFE2000 has been published on our ftp-site. 
Datasheet AFE2000 Version1 Sept2016.pdf 

2.3 NEW – Datasheet REG2000 

The datasheet for REG2000 has been published on our ftp-site. 
Datasheet REG2000 Version1 Sept2016.pdf 

2.4 NEW – VFD-ED-S firmware 1.04 

A new firmware 1.04 for VFD-ED-S has been released to replace 1.03. 
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Firmware 1.04 goes in production in Wujiang, China in 2016 WK43. 

 

2.5 NEW – Encoder card EMED-PGHSD-2 for VFD-ED 

EMED-PGHSD-2 is a new PG-Card (encoder card) for elevator drive VFD-ED. it is almost the same as 
the existing PG card EMED-PGHSD-1. Only the connector for the speed feedback signal is changed 
from sub-D to terminal block type. It provides another option for users for increased wiring flexibility. 

 

                                    
EMED-PGHSD-1   EMED-PGHSD-2 
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Applicable encoders: 

 Sine-wave:  Heidenhain ERN1387 

 EnDat2.1:  Heidenhain EQN425, EQN1325, ECN113, ECN413, ECN1113, ECN1313 

 SICK HIPERFACE: SRS50/60 
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EMEDPGHSD-2(Terminal J3) pin definition correspond to each ENCODER type 
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EMED-PGHSD-2 is avialable for ordering in 2016 WK42. 

3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

 CNC Lathe Control Solution.pdf 

 Packaging Industry Notification --Roller wrapper.pdf 

 Electronic Industry Notification-AOI Machine.pdf 

 Printing and Packing Industry Notification--Hot Melt Coating Machine.pdf 

 Printing Industry Notification- Four-color printing press for woven bag.pdf 

 Robot Industry Notification-SCARA Robot(ASDA-MS).pdf 

 Water Treatment Industry Notification-Applications of reverse osmosis and ultrafiltration in 
wastewater treatment.pdf 

 

3.2 UPDATE – RFI or EMI or EMC? 

Different expressions are used by customers and even filter manufacturers. 
 
Epcos – EMC 
EPA – RFI 
Block – EMI 
Schaffner – EMC/EMI 
Rasmi – EMC/RFI 
Enerdoor – EMI/RFI 
Emikon - EMI 
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RFI=Radio Frequency Interference 
This is an older expression for electromagnetic noise, mostly radiated (because in the old days you 
could hear it on your AM radio). The LW (Long Wave band) begins at 150kHz, that’s probably why the 
measurements begin at 150kHz.) 
 
EMI=ElectroMagnetic Interference 
This is the general (and to our opinion correct) term for electromagnetic noise, radiated and 
conducted, emitted or received. 
 
EMC=ElectroMagnetic Compatibility 
This expression means how compatible the product (drive) is within its environment. How much noise 
it produces (conducted, radiated) and how much noise it can withstand (radiated, conducted). And if it 
keeps the limits acc. to the relevant standards. 
 
In practice all 3 expression are used “at random” or by company standard/habit and all 3 are used for 
overall Electromagnetic noise and compatibility solutions. 
 
So EMI(-filter), EMC(-filter), RFI(-filter) all mean the same in our drives world. 

4 FAQ 

4.1 VFD-series AC Motor drives 

VFD General 
Q Preset speeds and master frequency via Modbus 
A When Frequency command by RS485 and preset speeds are active all drives will accept a 

change of the master frequency via RS485 without 04 error, except VFD-E. 
 
VFD-E 
Q Preset speeds and master frequency via Modbus 
A When Pr02-00=3 (Frequency command by RS485) and preset speeds are active (Pr04-05 to 

-08, Pr05-00 to –14, MI3~6 active) the drive doesn’t accept a change of the master 
frequency via RS485 and gives 04 error. It keeps the last frequency command value before 
preset speeds were activated. 

 
Only when MI3~MI6 are off (no preset speed selected) you can change the master 
frequency by RS485. 

 
CP2000 
Q What is the function of Pr08-15? 
A This parameter has no function (reserved). The manual is wrong and will be corrected. 
 
VFD-EL 
Q What is the temperature for OH1? 
A OH1 happens when IGBT temperature >105°C 

It can be reset when <72°C 


