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1 News 

1.1 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, etc) on our ftp-site. 
 
Note: The ftp-site can normally not be accessed via Google Chrome, only via Internet Explorer. 
           See below 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 

1.2 ftp-site link (access in Google Chrome) 

Internet Explorer compatibility in Chrome. 
 
Download and install IEtab in Google Chrome: 
https://chrome.google.com/webstore/detail/ie-
tab/hehijbfgiekmjfkfjpbkbammjbdenadd?hl=en 
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1.3 SPS/IPC/drives in Nuremberg 

 
         https://www.mesago.de/en/SPS/For_visitors/32165/index.htm 
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1.4 Upcoming events 

 
 
 

                      
 

 

2 Product update 

2.1 NEW – Manual for CP2000 

A new manual for CP2000 has been published. You can download it from our website or from our ftp-
site. 

• DELTA_IA-MDS_CP2000_UM_EN_20150515.pdf 
 

2.2 UPDATE – Filters for C200 

The latest info, the manual will be updated. 
 

 

November 4
th

 -6
th

, 2015  

October 29
th

, 2015 
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2.3 NEW – CANopen Builder V5.01 is released 

The following functions have been added: 
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You can find it on our ftp-site. 
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2.4 NEW – FW ES2/EX2/SS2/SA2/SX2/SE upgraded 

The following bug is repaired: 

 
 
Release 

 
 

2.5 NEW – LCSoft version 1.11 released 

 
 
The software can be downloaded from our ftp-site or the Delta website. 
 
This document introduces marking actions (front marking actions and back masking) and fixed slopes. 
Delta DVP series PLCs are used in this document. 
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3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

• Electronics Industry Notification--Application of AH500 PLC in Plastic Vacuum Forming 
Machine.pdf 

• Fluid Industry Notification -- Oil field water injection pump solution.pdf 

• Fluid Industry Notification-Water Chiller Unit.pdf 

• Food & Pharmaceuticals Industry Notification-Cylinder type soft capsule encapsulating 
machine.pdf 

• Power Quality Industry Notification-Intelligent Group Control Solution for Power Quality 
Field.pdf 

• Printing Industry Notification-High-speed Cutting Machine.pdf 

• Robot Industry Notification- Delta Robot.pdf 

• Energy Industry Notification-Application of Delta multifunctional electric power meter in oil 
field.pdf 

 

3.2 UPDATE – Overload of drives 

We received the following overview. It will be incorporated in the manuals from now on. 
 

 
 

3.3 Marking/Fixed Slope Function of DVP Series PLCs 

An Application Note DELTA_IA-PLC_Mark_AN_EN_20150903.pdf has been released.

 
 
Marking is a function that, high-speed output will immediately decrease and stop according to 
deceleration time or the number of deceleration pulses if an external interrupt occurs during a high-
speed output process. It is applicable to labelling or similar control requirements. 
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A fixed slope depends on a starting frequency, a closing frequency, the maximum frequency of the 
fixed slope, acceleration time, and deceleration time. It does not vary with a target frequency, and can 
be used to drive step motors. 
 
Application Note Table of Contents 

 
 
The following DVP-series are updated with new firmware: 

 
 

3.4 DPID/DPIDE in AH500 Series 

Examples of temperature control 
 

 
 
PID controller are widely used in the field of engineering for more than 60 years. It is a main technical 
tool used in industrial control systems because its structure is simple, it is stable and reliable, and it 
can be easily adjusted. 
If users use PID control for the first time, they may not be familiar with the characteristics of the PID 
control. The document helps users understand the principle and the usage of PID control. 
 
Application Note Table of Contents 
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4 FAQ 

4.1 VFD-series AC Motor drives 

 
C/CP2000 
Q How to read the kWh value in Pr05-28~05-30? 
A Pr05-28 shows the Wh value in xxx.x Wh. When it exceeds 1000.0Wh, Pr05-28=0 and Pr05-

29 is incremented. 
Pr05-29 is kWh low word from 0~65535 (the decimal point has no meaning). When it 
exceeds 65535, it becomes 0 and Pr05-30 is incremented. 
Pr05-30 is kWh high word, also from 0~65535. 
 
Basically Pr05-29 and 05-30 are just 2 binary words that show the total kWh 
 
xxxxxxxxxxxxxxxx xxxxxxxxxxxxxxxx 
      high word              low word 
      Pr05-29                 Pr05-30 
 
So the reading 
Pr05-29= 4.060,8 means 40608kWh 
Pr05-30= 1,1 means 11*65535=720885kWh 
 
Total 720885+40608=761493kWh 

 
Q What is the minimum response time of the digital inputs? 
A The minimum response time of the digital inputs MIx is 1ms. 

 
Exception: When in C2000 MI8 is used for single-phase encoder feedback (Pr10-00=5) the 
max frequency is 30kHz. and Pr02-11 is not valid for MI8. 

 
CP2000 
Q How to disable PID control in HAND mode? 
A In HAND mode PID control can be disabled by Bit2 of Pr00-28 (Firmware 1.21 and up) 

 
 
VFD-E 
Q How to reset VFD-E with a Modbus Multi-write instruction? 
A 01 10 2000 0003 06 0011 1388 0002 Doesn’t allow to reset the drive, gives error message. 

01 10 2000 0003 06 0000 1388 0002 Allows to reset the drive. 
 
VFD series 
Q How to read the drive series by serial comm? 
A You can read register 2110h to obtain the series and model. 

 
The High Byte is the VFD series identification: 
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VFD M=0 
VFD-S=1 
VFD-B=2 
VFD-L=3 
VFD-V=4 
VFD-F=5 
VFD-E=6 
VFD-E-C=7 
VFD-EL=8 
VFD-VL=9 
C2000=20 
CP2000=21 
C200=25 
 
The Low Byte is the Model information as in Pr00-00. 
 

 
 
2110h contains 5124d=0001.0100-0000.0100b 
 
So, high byte in decimal is 20d that means it’s a C2000 series drive. 
Low byte is 4d and that means it’s a 0.75kW 230V model. 

 


