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1 News 

1.1 Merry Christmas and Happy New Year 

Dear Customer, 
 

Delta’s EMEA Industrial Automation sales team wishes you 
and your family a Merry Christmas and a Happy 2016. 
We’ve had a very good year. We thank you for your well-
appreciated efforts to achieve this with us. We’ll continue to 
support you and contribute to your success in 2016. 

 
Alan, Alejandro, Alessandro, Amr Sadek, Annalisa, 
Arnoud, Bahaa, Barry, Basel, Cindy, Cristian, Davide, 
Dick, Enric, Ernesto, Eunice, Farhod, Giuliano, Holger, 

Jason, Jean-Charles, Jeroen, Joan, Joe, Joost, Jorge, Josep, Jurij, Kenny, Kevin, Luca, Marco, 
Mazen, Michael, Monique, Paolo, Pere, Philippa, Sabine, Sergey, Simone, Thierry, Tim, 
Valerie, Vittorio, Vladimir, Weiping 

1.2 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, etc) on our ftp-site. 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 
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1.3 SPS/IPC/drives in Nuremberg 

Delta Industrial Automation participated for the 4
th
 consecutive year in 

SPS IPC Drives in Nuremberg , from November 24
th
 - 26

th
, 2015! 

 
The booth focussed on the company’s smart and highly integrated 
solutions for industrial automation and energy management applications. 
Industrial Automation also demonstrated its complete line of industrial 
automation products including: AC motor drives, AC 
servo drives, PLCs, HMIs, industrial Ethernet 

switches, smart sensors, machine vision solutions, power meters, flow meters, 
and temperature controllers.  
Several new products were showcased: the MS300/MH300 compact drives, the 
high-power AC motor drives with a fully engineered IP54 cabinet, the multi-pump 
solution, suitable for water pumps in HVAC systems, water treatment and other 
applications that require multi pump control – being supported by remote 
connection via a 3G router and Delta’s VidaGrid™ cloud service. 
Additionally, an Innergie (a brand of Delta) - charging table was situated in the 
centre of the booth allowing our visitors to charge their mobile devices whilst in 
meetings or whilst taking a look at the broad range of products/solutions that were 
being showcased. 
 
We were happy to welcome many visitors to our booth and hope to continue building strong 
relationships with our customers at SPS ! 
 

2 Product update 

2.1 NEW –CP2000 firmware upgraded from 1.22 to 1.23 
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Availability 

 

2.2 NEW –C2000 firmware upgraded from 1.20 to 1.21 
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2.3 NEW – C200 firmware updated from 1.05 to 1.06 

 

 

 
 
Availability 

 

2.4 NEW –AH08AD-5A and AH08DA-5A 

We are happy to announce the release of two AH500 series analogue modules: 
AH08AD-5A  and AH08DA-5A 
 
AH08AD-5A provides 8 channels of analogue input sensing with support of the following sensor types: 
Voltage: -10~+10V, 0~10V, -5~+5V, 0/1~5V 
Current: 0/4~20mA, -20~+20mA 
 
AH08DA-5A provides 8 channels of analogue output for the following signal types: 
Voltage: -10~+10V, 0~10V, -5~+5V, 0/1~5V 
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Current: 0/4~20mA 
 
Both modules also provide high speed conversion time: 150µs per channel and 16 bits hardware 
resolution. 
 
Electrical specifications 

 
 
Functional specifications 
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Ordering Information 

 
 
AH08AD-5A  and  AH08DA-5A  modules are on stock and ready to be ordered. Please contact your 
Sales Manager for the price 

2.5 NEW –DVS-G406W01-2GF  and DVS-G408W01 

We are happy to announce the release of the new Industrial Ethernet Switch (IES): 
DVS PoE Unmanaged series: DVS-G406W01-2GF and DVS-G408W01 
 
Power over Ethernet (PoE) has become increasingly popular in recent years since the technology 
eliminates the need of power outlets at device locations and makes it easier to configure power 
supplies. 
DVS PoE Series provides high-density performance, 30 watts for PoE+ devices and is ideal for high 
powered devices in harsh environments for industrial applications. 
 
Excellent ruggedized hardware designed with redundant power inputs. Wide operating temperature 
range of -40°C~70°C without internal fans, and LEVEL 3&4 of immunity to electromagnetic 
interference (EMI), well beyond what is currently delivered by commercial grade networking products, 
providing superior reliability. 
 
Electrical and Hardware Specifications 
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DVS-G406W01-2GF 
IEEE 802.3 af/at PoE Unmanaged 4-Port 10/100/1000Base-T + 2-Port 
100/1000Base-SFP Ethernet Switch 
 
Features: 

• 4 10/100/1000Base-T PoE(PSE) ports 
• Based on IEEE 802.3at standard up to 30Watts per port. Backward 

compatible with IEEE 802.3af 
• SFP ports support 100Base-FX and 1000Base-X dual transmission speed 
• Jumbo frame size up to 9K Bytes 
• 48 to 57VDC redundant terminal block power input 
• Auto warning by relay output for power failure 
• Compatible with various industrial protocols: EtherNet/IP, Profinet, 

EtherCAT, 
• CC-LINK IE and DNP 3.0 
 
 
DVS-G408W01 
IEEE 802.3 af/at PoE Unmanaged 8-Port 10/100/1000Base-T Ethernet Switch 
 
Features: 

• 8 10/100/1000Base-T PoE(PSE) ports 
• Based on IEEE 802.3at standard up to 30Watts per port. Backward 

compatible with IEEE 802.3af 
• Jumbo frame size up to 9K Bytes 
• 48 to 57VDC redundant terminal block power input 
• Auto warning by relay output for power failure 
• Compatible with various industrial protocol:  EtherNet/IP, Profinet, 

EtherCAT, 
• CC-LINK IE and DNP 3.0 
 
Ordering Information 
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Typical application: Video Surveillance 
Power-over-Ethernet networks inject power to the LAN cable to power attached devices, which turns 
out to be handy for IP-based surveillance systems. The same LAN cable that carries the IP video 
traffic can power an IP camera for instance. Unmanaged PoE switches provide basic connectivity 
between networked devices at a low cost. 
 
Please also check product-related documentation on our ftp-site. 
 
DVS-G406W01-2GF and DVS-G408W01 modules are on stock and ready to be ordered. 
Please contact your Sales Manager for the price. 

2.6 PHASE OUT – VFD-VE and specific options 

We will phase out VFD-VE (VFDxxxVxxX-2) and the belonging options KPV-CE01, EMV-PG01, EMV-
PG02, EMV-APP01. 
 
You can order them still until 30-6-2015. 

2.7 NEW –VFD-EL firmware update from 1.12 to 1.13 
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Availability 

 

2.8 NEW – User manual for VFD-EL 

A new user manual for VFD-EL has been released: 
DELTA_IA-MDS_VFD-EL_UM_EN_20150911.pdf  (5ELE) 
You can find it on our ftp-site. 
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2.9 NEW – User manual for C200 

A new user manual for C200 has been released: 
DELTA_IA-MDS_C200_UM_EN_20150821.pdf  (5ELE) 
You can find it on our ftp-site. 

2.10 NEW –UT-14SS2-A and UT-12SE starter kits: 

         
 

UT-14SS2-A: For learning PLC and HMI programming. 
 
Components: 

 
 
 
UT-12SE: For learning PLC and HMI programming. 
 
Components: 
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USB flash drive:                                                        Ordering information 
  
 
 
 
 
 
 
 
 
 
Availability 
 
 
 
 
 
 
 
 
 
 
 

2.11 NEW – DVP201LC-SL /DVP211LC-SL Load cells 

Delta releases load cell modules which can be used to measure weights. They are DVP201LC-SL and 
DVP211LC-SL. DVP201LC-SL /DVP211LC-SL provides 24-bit resolution applicable for 4-wire or 6-
wire load cells with various eigenvalues. Therefore, its response time can be adjusted according to 
users’ needs. On this basis, the requirements of load application markets can be easily met. 
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Specifications 
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Ordering information 

 
 
Software LCSoft 1.10 

• If the operating system used by a user who is not an administrator in Windows 7 or above, the 
user can use the program normally. 

•  The two new models DVP201LC-SL, DVP211LC-SL are 
added. Some property settings for the new models are 
different from those for the old models DVP01LC-SL and 
DVP02LC-SL. Please refer to DVP201/211LC-SL Load 
Cell Module for more information. 

•  The adjustment flow is modified because the new models support 
the adjustment of multiple points. 
 
 
 
 
 

•  The filename extension “.ilc” is added to the Files of type drop-
down list box in the Open window. 
 
 
 
 
 
 
 

2.12 NEW – Delta Standard Power Supplies Catalogue 

The October 2015 Edition of the Delta Standard Power Supplies catalogue is now available. 
You can find it on the ftp-site. 

3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

• Agriculture industry Notification-Plant factory.pdf 

• Electronics Industry Notification- Sapphire Multi-wire cutting machine.pdf 

• Fluid Industry Notification -- Beam Pumping Unit Control Solution.pdf 

• Machine Tool Notification- C-type Crankshaft Mechanical Pressing Machine.pdf 

• Robot Industry Notification-Fluid dispensing  Robot.pdf 

• Electronics Industry Notification- COG Bonding Machine.pdf 
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• Electronic Industry Notification - Automated IC Burning Machine.pdf 

4 FAQ 

4.1 VFD-series AC Motor drives 

 
C/CP2000 
Q Fan control: Can changing ID cause damage? 
A C/CP2000 Frame A,B have on/off fan control. 

                 Frame C and up have PWM fan control. 
 
When the ID is (re)set on a Frame A,B drive to e.g. prepare the control board for a drive of 
Frame C and up, the fan control changes but it won’t cause any damage. 
It can be that the fan on the Frame A,B drive doesn’t work properly at that moment. 

 
CP2000 
Q How to disable PID control in HAND mode? 
A In HAND mode PID control can be disabled by Bit2 of Pr00-28 (Firmware 1.21 and up) 

 
 
VFD-E 
Q How to reset VFD-E with a Modbus Multi-write instruction? 
A 01 10 2000 0003 06 0011 1388 0002 Doesn’t allow to reset the drive, gives error message. 

01 10 2000 0003 06 0000 1388 0002 Allows to reset the drive. 
 
C200 
Q How to activate encoder? 
A When 10-01~02 is set, MI7 & MI8 are automatically activated for encoder input. 

The original setting of MI7 & MI8 will be ignored. 
The encoder type must be 24V Open Collector. 
See also page 6-5 of the user manual (PG-Function Explanation). 

 
VFD-L2 
Q What is the class and max motor length for VFD-L2? 
A            VFD-L2 

           For VFDxxxL21B/E the class is EN61800-3:2011 C2 with 10m shielded motor cable 
           both for conducted and radiated emission. 


