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1 News 

1.1 ftp-site link 

Just to let you know (again), you can find the latest info about our products (manuals, pictures, 
catalogues, application notes, presentations, software, etc.) on our ftp-site. 
 
ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service 
 
Name and password are included in the link. 
Name:  den-eindhoven 
Password: BuPd2175 

  

 

ftp://den-eindhoven:BuPd2175@ftp2.delta-europe.com/deltronics-eindhoven/customer-service
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1.2 Hannover Messe 2018, April 23~27  Hall 11 A57 

 
 
Delta is set to impress global visitors again at Hannover Messe 2018 from April 23rd ~ 27th with smart 
manufacturing solutions at Stand no. A57, Hall 11. This year, Delta is ready to build the most 
advanced, smart and flexible machines, production lines and factories for global customers. At 
Hannover Messe Delta will showcase a new smart production line demo which allows on-site ordering, 
customized production and real-time monitoring, as well as 3D vision detection technology, a highly-
integrated motion control solution, and other high-efficiency automation products. 
 

 
 
Our new smart production line demo will be more vivid and true-to-life than ever before. It combines 
three robot workstations and a smart conveyer to simulate a flexible, multi-tasking production line that 
manufactures customized products. The robot workstations execute feeding, pick-and-place, 
packaging, stocking, and delivery, and the smart conveyor flexibly sends work pieces to different 
workstations for simultaneous, multi-tasking processes. With a manufacturing management platform, 
network, cloud and IIoT technology, this demo will accept orders from visitors at the fairground, and 
execute production of customized products along with real-time operation and equipment monitoring 
and visualization. 
 
Another highlight at Delta’s booth will be the brand new 3D vision detection solution, which can rapidly 
and precisely capture images of items on-the-fly and identify shapes and dimensions. This solution 
enhances the efficiency of product detection for the following sorting and packaging processes, and 
reduces labor cost for production lines and logistics. 
 
Seeing the needs for open structure and flexible motion control system among production equipment, 
Delta will present the latest PLC-based and PC-based motion control solutions, which allow users to 
easily add or remove motion function blocks with an open, highly user-friendly editing platform to fulfill 
machine operation requirement. In addition, this solution includes Delta’s motion controllers and PLCs, 
servo drives and motors, remote I/O modules and AC motor drives to provide seamless motion control 
systems and one-stop-shop service for global customers. 
 
Delta will also present its compact / IP55 AC motor drives, servo systems, sensors, barcode scanners 
and many other new industrial automation products, as well as CNC solutions, elevator drive& energy 
saving solution and injection molding solutions, to fulfill customer needs for a variety of industries. 
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Delta cordially invites you to join us and learn about our smart manufacturing at this special industrial 
automation show in April. Please contact your local service team for more information about Delta’s 
booth. We hope to see you soon in Germany! 

1.3 Training agenda 

We are pleased to invite you to attend our training courses for the next half year. 
 
This year, the basic level training will be held for 3 days, which includes a one-day training for the 
general introduction of all IA product lines, one-day basic level training courses of Drive and Motion 
products and another full day training focused on Control products. This basic level training is aimed to 
provide a basic understanding of Delta products, introduction to how products work and simple field 
applications.  
 
As for the advanced level training, the training duration will depend on the product line and training 
course you select. It is designed for participants who have a technical background. Various options of 
each product line are provided. We have no fixed training dates for the advanced level training. The 
training will most likely take place in the last week of each month, but the exact training date will be 
determined once we have more than three participants enrolling for the same course. After 
participating in the basic level training, you can then choose the advanced level training courses you 
are interested in. 
 
Training dates: 
May 28~29 
June 25~27 
 
Please complete the online registration form and register for the training course at least three weeks 
before the training. 
https://docs.google.com/forms/d/e/1FAIpQLSdenBY25eQGLDkuyoHJgGSdbrw-
GRi2mUBuwhfLz8L53RRD_A/viewform 
 
or send mail to: 
IABG Training iabgtraining@deltaww.com, Ms. Justine Sun JSun@deltaww.com, or Mr. Kevin Lu 
kyclu@deltaww.com 
 
An email confirmation will be sent to confirm your enrollment. Please also be kindly informed that you 
will need to book your own accommodations. 
 
We very much look forward to hearing from you and seeing you in Eindhoven! 
 
Delta Electronics (Netherlands) B.V. 
De Witbogt 20, 5652 AG Eindhoven, The Netherlands 
www.delta-emea.com 
iabgtraining@deltaww.com 

  

https://docs.google.com/forms/d/e/1FAIpQLSdenBY25eQGLDkuyoHJgGSdbrw-GRi2mUBuwhfLz8L53RRD_A/viewform
https://docs.google.com/forms/d/e/1FAIpQLSdenBY25eQGLDkuyoHJgGSdbrw-GRi2mUBuwhfLz8L53RRD_A/viewform
mailto:iabgtraining@deltaww.com
mailto:JSun@deltaww.com
mailto:kyclu@deltaww.com
http://www.delta-emea.com/
mailto:iabgtraining@deltaww.com
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2 Product update 

2.1 UPDATE – WPLSoft version 2.46 is released 

Changes: 

 
 
It can be downloaded from 
http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=06
0301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--
&dataType=8;&check=1&hl=en-US 
 
or from our ftp-site. 

 

2.2 NEW – AS series area sensor 

We are pleased to announce the release of the AS series area sensor. 
  
This sensor has no-dead-zone curtains for detection. It features an effective 
aperture angle (<2.5°), it has a strong structure, and it has a self-diagnosis 
function available. Next to that it is also IP67 rated. 
 
Furthermore, three different pitches are available: 10 mm, 20 mm and 40 mm. 
The protection height ranges from 160mm to 1920mm and the maximum 
sensing distance is 10m. These all allow Delta's AS series area sensors to be 
applied in various applications, such as: electronics industries, machine tool industries, warehousing 
and food and beverage. 
 
The AS series area sensor is on stock and ready to be ordered. 
 
More info on our ftp-site, folder: Customer-Service\Industrial Automation Products\Smart Sensors\Area 
Sensor, AS 
 

2.3 DeviceNet Builder V2.04 is released 

Changes: 
1. The EDS file of AS01DNET-A has been added to the DeviceNet Builder software. AS01DNET-A 

can work in master mode, slave mode and RTU mode as shown in the following figure. 

http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=060301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--&dataType=8;&check=1&hl=en-US
http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=060301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--&dataType=8;&check=1&hl=en-US
http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=060301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--&dataType=8;&check=1&hl=en-US
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2. When AS01DNET-A (in RTU mode) has AS-series IO modules connected to its right side, the 
DeviceNet Builder software can be used for the configuration, scan, upload, download, status 
monitor, parameter monitor and parameter value modification of AS-series digital and analog 
modules. 

 
 

3. The EDS file of VFD-E has been changed for the connection with CME-DN01 and IFD9502 
Below are the data configuration interfaces before and after modification. 
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Before      After 

   
 

As shown: 
Length of input data  Length of output data, 
Length of output data  Length of input data 
Data_in  Data_out. 
 

4. The EDS files of MS300 and MH300 series AC motor drives have been added. 
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2.4 UPDATE – The VFD-C family Frame G heat sink fan changed from 1 DC blower 
to 2 15cm DC fans 

 
 
In production 

 

2.5 UPDATE – VFD-C family model frame E~H AC electromagnetic contactor has 
changed by DC relay 

The “r s” terminals (shown below in red frame) will be taken out. 
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Advantage: 
An extra AC power connection for the contactor is no longer required when supplying DC power to the 
drive DC-bus. 
 
Change 

 

2.6 NEW – DVP80ES2 

To increase the market share and competitiveness of 
DVP ES2ES2, Delta releases the new DVP 80ES2 CPU 
with built-in 80 I/O points and fulfill the low-end OEM 
market with functions, performance and price.with 
functions, performance and price. 
 
Features 

 Built in 40 DI & 40 DO 

 Built -in RS232 & RS485 COM ports 

 Supports MODBUS protocol 
 
Specification 
 
CPU            Electrical 
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2.7 NEW – DVP02TU□-S DVP PLC temperature control module. 

Features 

 DVP02TU modules integrate the temperature input and DO/AO output in one module, so it’s can 
reduce the solution cost. 

 All PID calculations are done by modules not DVP CPU, so user can get fast response and better 
controlability. 

 Supports configuration wizard and no programming needed. 
 
Specification 
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A/D Function Specification 

 

 
 
DVP02TUL-S D/A Function Specification 
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DVP02TUN-S DO Function Specification 
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2.8 NEW – DVP02T K□-S remote temperature control modules 

that support right-side expansion for DVP02TU□-S modules. 
 
Features 

 Supports mA, V, PT and TC temperature inputs in the same module. 

 Supports transistor, relay and analog outputs in different modules. 

 Provide high speed calculation and higher control ability. 

 Operating independently without any CPU module. 

 Built-in RS-485 port and could be connected with other controllers. 

 Supports up to 8 DVP02TU□-S temperature control modules on the right side. 
 

 
 
Configuration software – TKSoft 
Delta provides a new software tool, TKSoft, to help user to configure the TK temperature control 
modules faster with easy-to-use user interface. 
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Specification 

 
 

 
 

2.9 NEW – ECAT Builder software version 1.03 released 

Changes: 
1. A Distributed Clock function is added to edit operation mode and sync unit cycle for slaves. 

 
 

2. A Resolve function is added to fix address conflicts. When there are duplicated slave addresses, 
you can select which one you want to keep the address and then click Resolve to keep the same 
address for the selected one and other duplicated ones will be distributed with new slave 
addresses. 
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3. A Reset All Symbol function is added to include symbols for the variables. Thus, you do not 
need to input symbols one by one for the variables manually and you can even edit the 
symbols after they are added in the list. 

 
 

4. A New project function is added. There is only ONE project in ECAT Builder. When you create 
a new project, the old one will be erased. You can use this creating-new-project method to 
delete the old project. 

 
 

5. Multiple identical devices can be added at the same time. 
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6. Copy and paste functions are added for you to add more identical devices from the Project 
Tree. 

 
 

7. Undo (Ctrl +Z) and Redo (Ctrl +Y) functions are added. You can use these two shortcut 
function keys during any operation in ECAT Builder. 

 
Download the software at 
http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=06
0301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--
&dataType=8;&check=1&hl=en-US 
 
or from our ftp-site. 

2.10 NEW – AHxxEMC-5A EtherCAT motion controllers 

AH08EMC-5A , AH10EMC-5A and AH20EMC-5A are Delta EtherCAT motion and designed for high 
and designed for high-end automation machines and production lines. These modules can be installed 
on CPU slot with specific motion main backplanes like -5A, AHBP05M25A, AHBP05M2-5A, and 
AHBP07M2-5A, and support up to 32 axes. 
 
ISPSoft v3.02 (or later) supports these AHxxEMC modules and provides many convenient functions 
like IEC61131 programming languages, PLCopen v2.0 motion FBs, E -Cam, path simulation, axis 
structure tag, etc. 
Delta also releases the EtherCAT configuration software, ECAT Builder, to help users fast configure 
the EtherCAT topology and device parameters. 
 
Besides motion control functions, AHxxEMC modules support MOSBUS, MODBUS TCP and 
EtherNet/IP (adapter) on serial/Ethernet ports to fulfill system integration markets. 

  

http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=060301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--&dataType=8;&check=1&hl=en-US
http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=060301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--&dataType=8;&check=1&hl=en-US
http://www.deltaww.com/services/DownloadCenter2.aspx?secID=8&pid=2&tid=0&CID=06&itemID=060301&typeID=1&downloadID=,&title=--%20Select%20Product%20Series%20--&dataType=8;&check=1&hl=en-US
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AH08EMC-5A (8-axis)  AHBP03M2-5A (3-slot) 
AH10EMC-5A (16 -axis)  AHBP05M2-5A (5-slot) 
AH20EMC-5A (32 -axis)  AHBP07M2-5A (7-slot)   ECAT Builder v1.0 
 
 
 
 
 
 
 
 
 
 
 
System structure 
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Module specification 

 
 

 
 
Backplanes     Motion Control Module 
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Accessories      Software 

  
 

2.11 NEW – AH-EMC, Delta’s new PLC-based EtherCAT motion controller 

We are happy to announce the release of the new PLC-based EtherCAT motion controller, the AH-
EMC series. 
 
AH-EMC is a standalone motion controller, which integrates the PLC instruction, and PLCopen motion 
function block in one CPU and it can be installed in the CPU slot on the main motion backplane. The 
programmers can custom design their project in ISPSoft, which offers more convenience for project 
management and enhances the programming efficiency. 
 
The main motion functions of AH-EMC include the E-Cam function, the general point-to-point control 
and the multi-axis interpolation control such as; linear, circular and helix. 
 
Moreover, the built-in Ethernet port can be used with the Ethernet IP – adaptor and the Modbus TCP 
for industrial communication. Several communication modules are also available, including Profibus 
Master/Slave, DeviceNet and CANopen. 
 
Technical features 

 Short communication time of EtherCAT motion bus 

 Up to 128 stations of EtherCAT slave devices 

 Compatible with PLCOpen motion Part 1 V2.0 

 One software for PLC and motion programming (ISPSoft V3.04) 

 Supports third party EtherCAT slave devices (ECAT builder V1.03) 
 
Please also check product-related documentation and software on our ftp-site. 

2.12 NEW – 3 new R1-EC EtherCAT modules 

We are pleased to announce the release of three new R1-EC EtherCAT modules: 
R1-EC70A2D0 
R1-EC70E2D0 
R1-EC70F2D0 
 
These three digital output modules expand the existing 
Delta R1-EC product range, which already includes 
EtherCAT bus coupler, digital input, digital output, analog 
input, analog output and motion module with pulse train 
control and incremental encoder interface. 
 
Please see below for the main features of the three new modules: 

 The R1-EC70A2D0 module: 16-channels digital output module (PNP) with 0.5 A at each channel 

 The R1-EC70E2D0 module: 16-channels digital output module (NPN) with 0.5 A at each channel 
with non-volatile function 

 The R1-EC70F2D0 module: 16-channels digital output module (PNP) with 0.5 A at each channel 
with non-volatile function 
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The R1-EC modules can be used with Delta EtherCAT controllers or any other 3rd-party EtherCAT 
master. They also have EMC immunity based on ESD, EFT, RS (IEC 61131-2, IEC 61000-4-2) and 
high vibration resistance which complies to EN 60068-2-6 and EN 60068-2-27/29. 

2.13 DVP models phased out 

The following DVP models will be phased out. Alternatives are given: 

 

 

3 Application 

3.1 NEW – Application Notes 

New application notes have been published recently on our ftp-site: 
 

 Bending Machine Solution_EN.pdf 

 Breeding Industry Notification - Smart Environmental Control System for swine pens.pdf 

 Packaging Industry Notification - Delta Automatic Diagonal Window Patching Machine 
Solution.pdf 

 Packaging industry notification - Three-layer film blowing machine.pdf 

 Delta High-order Vector Driver Breakdown Miller Solution_EN.pdf 

 Machine Tool Industry Notification - Convex Glass Processing Machine Solution.pdf 
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4 FAQ 

4.1 VFD Series AC Motor Drives 

VFD-E 
Q Why does Pr07-01 go back to default after power off/on? 
A When Pr07-01 is changed it will be set to default value after power off/on. This is a bug in 

1.23/2.23 and will be solved in the next version. 
 
C/CP2000 
Q AFM shows wrong values, why? 
A In CP2000 FW 2.03 and C2000 FW 2.02, when Pr03-31/Pr03-34=1 (AFM is 4~20mA) the 

AFM output has an offset of ca. 0.8mA (output is 0.8mA too high). 
This will be corrected in the next firmware versions. 
 
You can compensate this offset only for AFM2 by setting Pr03-27 AFM2 Bias. 
To compensate 0.8mA (subtracting) set Pr03-27= -4.00%      (0.8/20=4%) 

 


